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Globe valve PN16-40
in carbon steel, alloy steel and stainless steel DN15-400
Design

» Shut of valve in casted and forged steel

» Straight patter with vertical stem and
bolted bonnet

* Raised, turning stem

+ Stem sealing in graphite

» Out blowing safe stem

» Back sealed stem

* Flanged or butt welded ends

*  Welded seat

» Seat in Cr-steel or Stellite

» Self adjusted gland

Standards
* Design EN 13709, EN 12516
» Face to face EN 558-1, EN 12982
* Flanges EN 1092-1
* Welded ends EN 12627
» Labeling EN 19
* Pressure test _ EN 12266-1 Table 1. Technical data
*CE-mark according PED97/23, category 3
Dimension DN 15 to DN 400
Applications Up to PN40, DN15 to DN50
* Water, steam, and other medium which not BW-ends in forged steel
damage the internal components Material Carbon steel, alloy steel
« Uses within the all kind of industries Stainless steel
R A A Pressure PN 16 to PN 40
* The valves are designed for shut of application or Tem . .
simple regulation et “IF 14000
Connections Flanged, butt weld end
Seat 13 Cr, Stellite
Disc Shut of and regulation

Table 2. Pressure- temperature range for according to EN 1092-1

Material body PN | RT | 100 | 150 | 200 | 250 | 300 | 350 | 400 | 450 | 500 | 520 | 530
Carbon steel 3EO, 1.0619/1.046 16 16.0 14.9 13,9 124 | 11.4 | 103 9.6 9.2
Carbon steel 3EQ, 1.0619/1.046( — 40.0 37.3 34.7 30.2 | 284 | 258 24.0 | 231
Alloy steel SEO, 1.7357/1.7335 40.0 | 40.0 | 400 | 40.0 | 39.1 ]| 364 | 338 | 320 | 30.2 | 244 | 16.7 | 135
Stainless steel 13E0, 1.4404 ; 35| 117 [ 107 ] 97 [ 90| 85 | 80 | 77| 74| 71
Stainless steel 14E0, 1.4408 146 | 124 [ 112 | 103 ] 96 | 90 | 85 | 82 8 78| 77| 75
Stainless steel 13E0, 1.4404 25740 338 | 293 | 267 | 244 | 226 | 21.2 | 201 | 192 |18.5] 17.8
Stainless steel 14E0, 1.4408 364 | 311 | 281 | 258 | 240 | 226 | 21.3 | 204 | 20.1| 196 | 19.2 | 188
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Casted valves
DN15-DN50
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Casted valves
DN65-DN150
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Casted valves
DN200-DN400
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Globe valve PN16-40

in carbon steel, alloy steel and stainless steel DN15-400

Table 6. Dimension and weight. PN16-PN25/40

Face to face:flanged acc. to EN 558-1 serie 1. Flange acc.to EN1092-1, type B1,

Face to face:butt welded acc.to EN12982, serie 1; butt weld ends acc.to EN12627
oN | PN | L [ bt | D2 | D3| b | Noa |WEEN g |Weight| o | pa | KV

flanged BW-end =44

mm mm mm mm mm mm antxmm Kg mm Kg mm Mm m’h
15 130 95 65 45 16 4x14 36 130 21 120 180 4,5
20 150 105 75 58 18 4x14 52 150 3,8 140 190 8
25 16- 160 115 85 68 18 4x14 6,8 160 51 160 220 13
32 23140 180 140 100 78 18 4x18 8,5 180 57 180 220 20
40 200 150 110 88 18 4x18 M.z 200 84 200 255 33
50 230 165 125 102 20 4x18 16.0 230 1.7 200 260 50
65 290 185 145 122 18 8x18 21,8 290 17,7 250 265 82
80 310 200 160 138 20 8x18 291 310 253 280 300 133
100 350 220 180 162 20 8x18 38,5 350 309 300 310 205
125 400 250 210 188 22 8x18 58,0 400 492 360 390 315
150 16 480 285 240 218 22 8x22 78,0 480 69,5 400 410 454
200 600 340 295 268 24 12x22 167,0 600 153,0 400 495 780
250 730 405 355 320 26 12x26 2450 730 2220 500 660 1285
300 850 460 410 378 28 12x26 350,0 850 315,0 500 705 1805
350 980 520 470 438 30 16x26 5950 980 550,0 600 850 2225
400 1100 580 525 490 32 16x30 954,0 1100 905,0 600 950 2906
65 280 185 145 122 22 8x18 226 290 18,5 250 265 82
80 310 200 160 138 24 8x18 31,0 310 27,0 280 300 133
100 25/40 350 235 190 162 26 8x22 41,0 350 359 300 310 205
125 400 270 220 188 26 8x26 60,0 400 536 360 390 315
150 480 300 250 218 28 8x26 82,0 480 72,0 400 410 454
200 600 360 310 278 30 12x26 175,0 600 160,0 400 495 780
250 730 425 370 335 32 12x30 260,0 730 236,6 500 660 1285
300 25 850 485 430 395 34 16x30 370,0 850 336,7 500 705 1805
350 980 555 480 450 38 16x33 645,0 980 587,0 600 850 2225
400 1100 620 555 505 40 16x36 9950 1100 910,0 600 950 2906
200 600 375 320 285 34 12x30 184,0 600 167,0 400 495 780
250 730 450 385 345 38 12x33 2850 730 260,0 500 660 1285
300 40 850 515 450 410 42 16x33 390,0 850 3550 500 705 1805
350 980 580 510 465 46 16x36 700,0 980 637,0 600 850 2225
400 1100 660 585 535 50 16x39 1125,0 1100 1023,0 600 950 2906




